


Project Site and  
Existing Conditions



 
Building Exterior



 
Building Statistics

• Urban Lot about 0.8 Acres 
• House of Worship 
• Building Areas/Uses: 

• Sanctuary 
• Social Hall 
• Mikvah (Ritual Bath) 
• Library 
• Classrooms 
• Activity Rooms 
• Kitchen



Existing HVAC

• Three AHUs: 1 x 40-ton; 2 x 7.5-ton (one 
long defunct) 

• Original 1960 Boiler (originally fuel oil 
converted to Fossil Fuel Gas) 

• Chilled water via outside chiller 
• AHUs: Provide heating with boiler water 

and cooling with chiller water.



 
Existing AHUS



Project Goals





Evaluation and Design





Evaluation and Design

!Formation Thermal Conductivity Test 
! FTC: 1.63 Btu/hr.-ft-F 
! Therm. Diffusivity 1.25 Ft2/day 

!Mechanical Engineering Design 
! Piping, Ducting, Fresh Air





Installation



VCL Construction









Circulation System



Monitoring and 
Programming

๏Web-based control 
!Each GSHP has a WaterFurnace Aurora 

Web Link 
!All equipment accessible via WaterFurnace 

Symphony



Remote Monitoring, Control and Configuration



New Fresh Air System

๏Ducted Fresh Air 
!Modulating dampers controlled based on 

CO2 Sensors 
!A base level of fresh air adjusts upward 

based on occupancy 
!No more cold air pouring down the stairwell



Fire Stopping

๏Engineered fire stopping for safety 
!Penetrations and conduits sealed to block 

fire spread 
!We likely improved fire resistance of 

building since it was 1960 construction



Project Results 



Resulting Improvements
!Modern Temperature Control with 16 

zones. 
!Programmable controls allow for planned 

conditioning during Services and Events 
!Seamless Fresh Air System 
!Much quieter HVAC 
!Greenhouse Gas Emissions Greatly 

Reduced 
!Operating cost lower with better comfort





TOP JOB
Efficiency 

Highest COP GSHPs 
ECM Fan Control 
Highly Efficient Circulation 
Programmability  

Workmanship 
Durable HDPE throughout 
Professional Insulation and Labeling 
Care taken to protect the Mikvah
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